xRUVES x| ANVIL

Fixed Orifice Double Regulating Valve

HEADLOSS
F la linking fl in GPM) and
HEADLOSS CALCULATION ormula linking flow Q (in GPM) an
theoretical valve headloss (pressure drop)
Handwheel Cy (GPM/psi®9) Ap (in psi). Cy depends on handwheel
Position | ytpn | L | e | W | 1v [ V" | 1%t | 2" position as indicated in table.

= GPM/psi | GPM/psi | GPM/psi | GPM/psi | GPM/psi | GPM/psi | GPM/psi | GPM/psi
0.5 0.177 | 0160 | 0.474 | 0474 | 170 | 296 | 3.14 | 6.20
0.7 0.206 | 0.186 | 0.474 | 0.543 | 2.00 | 3.38 | 3.61 7.56
1.0 0.283 | 0.287 | 0.613 | 0.671 | 242 | 3.95 | 427 | 9.65
1.3 0.331 | 0.394 | 0.717 | 0.809 | 282 | 4.49 | 4.96 | 1219
15 0.355 | 0.440 | 0.809 | 0.902 | 312 | 4.83 | 557 | 14.30
1.7 0.387 | 0.501 | 0.902 | 0.994 | 348 | 525 | 6.60 | 16.64
2.0 0.445 | 0.586 | 0.994 | 112 | 413 | 6.27 | 8.99 | 20.17
2.3 0511 [ 0669 | 110 | 1.25 | 483 | 7.82 | 12.08 | 23.35
2.5 0517 | 0696 | 118 | 1.39 | 528 | 916 | 14.21 | 25.12
2.7 0527 | 0.743 | 1.32 | 1.62 | 563 | 10.46 | 16.34 | 26.66
3.0 0.563 | 0.828 | 1.60 | 224 | 6.09 | 1221 | 18.89 | 28.72
3.3 0.578 | 0.864 | 1.88 | 294 | 6.49 | 13.39 | 20.67 | 30.57
35 0594 | 0.891 | 2.03 | 339 | 6.64 | 13.94 | 21.54 | 31.72
3.7 0.595 | 0.925 | 212 | 375 | 6.80 | 14.34 | 22.16 | 32.86

40 | 0603 | 0953 | 2.19 | 4.06 | 7.10 | 14.50 | 22.65 | 34.36 A
44 [ 06050085 [ 222 [ 424 | 721 [ - - - Q (flow) (headloss)
INSTALLATION

To obtain the best performances valve must be
installed on a pipe with its same nominal size
preceded and followed by straight pipe lengths as per
figure indications.

Min. 5x pipe diameter

(10x diameter if installed S S
on pump outlet) iy A3, T

Min. 2x pipe
diameter!

For additional information on Gruvlok bag and tag coil kit service, contact an Anvil Representative.
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