
Product Specification

Copyright © Liberty Pumps, Inc. 05/2023 All rights reserved. Specifications subject to change without notice. ProVore380_680_P1 R05/11/2023
7000 Apple Tree Avenue Bergen NY 14416  Phone 1-800-543-2550  Fax 1-585-494-1839  Email Liberty@LibertyPumps.com  Web www.LibertyPumps.com

ProVore®380 & ProVore®680-Series
Residential Grinder Packages
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� Tested at 60 Hz



ProVore®380 & ProVore®680-Series Dimensional Data

P380-Series

7.67”
[19.5 cm]

SEPARATE 
ACCESS COVER

INJECTION MOLDED 
POLYPROPYLENE 

COVER

2” OR 3” NPT THREADS 
FOR BOTH DISCHARGE 
AND VENT

24”
[61 cm]

Ø24.38” [61.9 cm]

Ø4.5”
[11.4 cm]

ROTATIONALLY MOLDED 
POLYETHYLENE BASIN

P380 SYSTEM
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ProVore®380 & ProVore®680-Series Dimensional Data

P680-Series

24”
[61 cm]

9.25”
[23.5 cm]

Ø4.5”
[11.4 cm]

31.8” [80.8 cm]

ROTATIONALLY MOLDED 
POLYETHYLENE BASIN

7.66”
[19.5 cm]

Ø29.44”
[74.8 cm]

ACCESS COVER

2” NPT DISCHARGE PORTS

2” OR 3” VENT 
PORT UNI-SEAL 
TYPE GROMMET

INJECTION MOLDED 
POLYPROPYLENE COVER

P680 SYSTEM
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ProVore®380 & ProVore®680-Series Dimensional Data

11.08”
[28.14 cm]

P380 & P680-Series

AA

16.32”
[41.45 cm]

AA

P380 SYSTEM P680 SYSTEM
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ProVore®380 & ProVore®680-Series Dimensional Data

32.73”
[83.1 cm]

Ø25.95”
[65.9 cm]

AA

SOLID POLY COVER

9.25”
[23.5 cm]

6.53” [16.6 cm] DISCHARGE

24.00”
[61 cm]

13.93”
[35.4 cm]

4.21” [10.7 cm]
ELECTRICAL

PRG100-SERIES PUMP

STABILIZING PIPE

P382-SD Side Discharge
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ProVore®380 & ProVore®680-Series Dimensional Data

AA

SECTION A-A

QUICKTREE® FLOAT 
SYSTEM ALLOWS 

REMOVAL OF FLOATS 
WITHOUT PULLING 

THE PUMP

CONTROL FLOAT

ALARM FLOAT 
(IF APPLICABLE)

ACCESS COVER

P382 Vertical Switch
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ProVore®380 & ProVore®680-Series Dimensional Data

P380-Series with ARC18 Riser

OPTIONAL ARC18 
ACCESS RISER

P380 SYSTEM
Copyright © Liberty Pumps, Inc. 05/2023 All rights reserved. Specifications subject to change without notice. ProVore380_680_P7 R05/11/2023
7000 Apple Tree Avenue Bergen NY 14416  Phone 1-800-543-2550  Fax 1-585-494-1839  Email Liberty@LibertyPumps.com  Web www.LibertyPumps.com



ProVore®380 & ProVore®680-Series Dimensional Data

P380 & P680-Series with Extension

17.31”
[44 cm]

P680

14.75”
[37.5 cm]

8”
[20.3 cm]

OPTIONAL 

P380
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ProVore®380 & ProVore®680-Series Dimensional Data

DISCHARGE

8” BASIN EXTENSION

37.30”
[94.74 cm]

P680 OUTDOOR APPLICATION

P680 with X8-D and ARC18
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ProVore®380 & ProVore®680-Series Electrical Data

MODEL HP VOLTAGE PHASE SF
FULL 
LOAD 
AMPS

LOCKED 
ROTOR 
AMPS

THERMAL 
OVERLOAD 

TEMP

STATOR 
WINDING 

CLASS
DISCHARGE AUTOMATIC

P382XPRG101 1 115 1 1.00 12 47
105°C
221°F

B 2” YES

P382XPRG101V 1 115 1 1.00 12 47
105°C
221°F

B 2”
YES

(VERTICAL)

P382PRG101SD-2 1 115 1 1.00 12 47
105°C
221°F

B 2” (SIDE) YES

P382XPRG102 1 230 1 1.00 6 23.7
105°C
221°F

B 2” YES

P682XPRG101 1 115 1 1.00 12 47
105°C
221°F

B 2” YES

P682XPRG101W 1 115 1 1.00 12 47
105°C
221°F

B 2”
YES

(OUTDOOR 
PANEL)

P682XPRG102 1 230 1 1.00 6 23.7
105°C
221°F

B 2” YES

P682XPRG102W 1 230 1 1.00 6 23.7
105°C
221°F

B 2”
YES

(OUTDOOR 
PANEL)
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ProVore®380 & ProVore®680-Series Technical Data

ProVore®380 & ProVore®680-Series Specifications

See individual pump specification for more details on the pump(s).

1.01 WARRANTY

Standard limited warranty shall be 3 years.

SY
ST

EM

TANK UPC LISTED POLYETHYLENE BASIN MEETS IAPMO PS52 10’ STACK TEST

COVER POLYPROPYLENE
(SIDE DISCHARGE MODEL – HDPE)

GUIDE RAIL NONE – PUMPS PULL OUT WITH COVER

INLET HUB INCORPORATED INTO TANK

DISCHARGE PIPE SCHEDULE 80 PVC

CONTROLS
P380 SYSTEMS – PIGGYBACK FLOATS

P680 SYSTEMS – PDC CONTROL

PU
M

P

IMPELLER CAST IRON

SOLIDS HANDLING SIZE GRINDER PUMP – 0.2”

PAINT POWDER COAT

MAX LIQUID TEMP 60°C [140°F] INTERMITTENT

THERMAL OVERLOAD 105°C [221°F]

POWER CORD TYPE SJTW

MOTOR HOUSING CAST IRON

VOLUTE CAST IRON

SHAFT 303 STAINLESS STEEL

HARDWARE STAINLESS STEEL

O-RINGS BUNA-N

MECHANICAL SEAL UNITIZED GRAPHITE IMPREGNATED SILICON CARBIDE
Copyright © Liberty Pumps, Inc. 05/2023 All rights reserved. Specifications subject to change without notice. ProVore380_680_P11 R05/11/2023
7000 Apple Tree Avenue Bergen NY 14416  Phone 1-800-543-2550  Fax 1-585-494-1839  Email Liberty@LibertyPumps.com  Web www.LibertyPumps.com


	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Dimensional Data
	ProVore®380 & ProVore®680-Series Electrical Data
	ProVore®380 & ProVore®680-Series Technical Data
	ProVore®380 & ProVore®680-Series Specifications
	1.01 WARRANTY


