
Design Features:
• Rubber Construction
• Imported
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Tank-to-Bowl Gaskets

Job Name: ____________________________________________

Job Location: ____________________________________________

Contractor: ____________________________________________

Engineer: ____________________________________________

Approval: ____________________________________________

2717002       Universal       Sponge Rubber 3-5/16” 2-3/8” 3/4” .0435 lbs.
2717004       Gerber       Sponge Rubber 3-1/4 ” 2-1/8” 1-3/16” .1100 lbs.
2717006       American Standard       Recessed Sponge 3-1/2” 2-1/8” 1-3/16” .0970 lbs.
2717007       Eljer (with ears)       Rubber w/ Ears 3-3/4” 2-1/8” 1” .1635 lbs.
2717008       Eljer       Hard Rubber 3-1/8” 2-1/4” 3/8” .0579 lbs.
2717010       Kohler & Mansfield       Hard Rubber 4-3/16” 2-3/8” 3/4” .1570 lbs.
2717011       Am. Std. Cadet       “U” Gasket              See Above Image 1/8” .0421 lbs.
2717013       Kohler       Triangle Gasket 3-1/2” 2-1/2” 3/4” .1805 lbs.
2717014       New Style Gerber       Recessed Sponge 3-3/4 ” 2-3/16” 1-3/16” .1090 lbs.
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