
ID Part No. Description
1 910-3003 Thumb Screws (Brass), Quantity 2 Required
2 617-3001 Seat (Nylon)
3 636-3003 Valve Seat (Neoprene)
4 636-3002 Cup Seal (Huva)
5 123-5573 Plunger Assembly, Contains: 3, 4
6 600-3009 Lower Lever (Brass)
7 600-3010 Upper Lever (Brass)

630-7066 Service Kit for 03/09/XQ16, Contains: 1, 2, 3, 4

Service kit 630-7066 for the 09 Ballcock also repairs the discontinued 
Mansfield 03 and XQ16 ballcocks.

Part No. Description Carton Qty Carton Wt

09 09 Ballcock, Boxed 20 23 lbs

09-P 09 Ballcock, Blister View 10 11 lbs

PRIER’s 09 Ballcock combines the features of an economy 
brass ballcock with quality to pass the tests of time. It features 
heavy red brass castings, seamless copper riser, longlife 
nylon valve seat, a smooth flat seating plunger and cup seal 
to prevent leaking. The compound lever action assures posi-
tive opening and closing at all pressures. The 09 Ballcock 
has no whine, whistling squealing or rattling. It is precision 
machined to operate dependably and positively. The 09 is 
the basis for copied products worldwide.

• Dependable and quiet
• Low cost, high quality ballcock
• Longlife nylon valve seat
• Operates equally well at high or low pressures
• Heavy red brass casting
• Cup seal prevents leaking
• Seamless copper riser pipe
• Overall length: 11 1/2”

09 Series Brass Ballcock
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