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UL-142 Skid Tank Design Improvements 

Effective April 1, 2023 the following design changes will be incorporated on all models of skid tanks 

Please make note of the model number and dimensional changes 

• New and improved skid design for easier and more efficient movement

• More compact double-wall design

• Identical opening pattern on both single-wall and double-wall tanks

• Leak detection system (float design) integrated on all double-wall tanks

• Fully automated, powder-coated, baked enamel paint giving you a more durable coating

• Emergency Vent included on all tanks (1 for single-wall, 2 for double-wall)

New model number, 
dimensions with complete descriptions and previous model numbers 

New model number Single wall tanks Previous model number 

3011223AAAA   300US gal. Hor. Cyl. Tank , UL-142, S/W 12ga 3011423 

3020223AAAA   500US gal. Hor. Cyl. Tank , UL-142, S/W 12ga 3020422 

3020233AAAA   500US gal. Hor. Cyl. Tank , UL-142, S/W 10ga 3020435 

3020243AAAA 500US gal. Hor. Cyl. Tank , UL-142, S/W 7ga 3020445 

3039233AAAA     1000US gal. Hor. Cyl. Tank , UL-142, S/W 10ga 3039433 

3039243AAAA   1000US gal. Hor. Cyl. Tank , UL-142, S/W 7ga 3039443 

New model number Double wall tanks Previous model number 

30112232AAAA   300US gal. Hor. Cyl. Tank , UL-142, D/W 12ga 30119232 

30202232AAAA   500US gal. Hor. Cyl. Tank , UL-142, D/W 12ga 30209222 

30202332AAAA 500US gal. Hor. Cyl. Tank , UL-142, D/W 10ga 30209353 

30392332AAAA     1000US gal. Hor. Cyl. Tank , UL-142, D/W 10ga 30399333 

Current models (platform style) will be available until June 1st, or until supplies last. 

Please feel free to contact your local sales representative or our technical service team at 450-378-2334. 
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