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Clear-Flo HAL  SHIELD
P R O T E C T  Y O U R  I N V E S T M E N T  W H I L E  P R O T E C T I N G  Y O U R  F A M I LY. 

Bacteria reduction with Sediment pre-Filtration 

Our Clear-Flo Halo Shield safeguards your family with a high-intensity ultraviolet lamp and core chamber 
technology. The cartridge filter preserves the UV, filtering sediment for crystal-clear water. 

The ultraviolet purifier takes a page from the technology of nature, as the UV rays penetrate bacteria, 
disinfecting your water while sterilizing 99.99% of harmful microorganisms. This neutralizes harmful 
bacteria that can create waterborne illness within your home. Unlike chlorine, UV does not alter the taste or 
odor of water and will not impart any toxic by-products. Treating your water supply with UV disinfection is not 
only more effective than traditional treatments, but it is also environmentally responsible. 

The cartridge filter utilizes a BIG housing specifically designed for cartridges with an outer diameter of 4.5” 
and a pressure rating of 120 PSI adaptable to any large capacity filtration or heavy-duty application. The 4.50” 
OD melt-blown polypropylene cartridge is suitable to many applications due to its wide chemical-physical 
compatibility to a variety of water-based solutions.

Experience the peace of mind that comes with this integrated unit.

NOTE: Pretreatment for hardness and iron may be required.

FEATURES

•	 Optional gauge and drain ports

•	 Suitable for 4.5” x 10” cartridges 

•	 NPT connection ports 1” 

•	 Reversible Mounting Bracket

•	 Pressure-relief feature includes 
an O-ring seal, no spring is used 
that can result in a water leak

•	 Designed to the highest standard 
in the industry

•	 More effective than chemicals in 
destroying certain waterborne 
contaminants without altering 
the taste of water

•	 Environmentally responsible way 
of treating your water

•	 Includes blue O-ring to avoid 
confusion with competitors black 
O-rings

•	 Accessories included: housing 
wrench, and LubriKit for O-ring 
lubrication
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Clear-Flo HAL  SHIELD
E X C E L L E N T  F O R  B O T H  M U N I C I P A L 
A N D  W E L L  W AT E R  A P P L I C AT I O N S .

M o d e l  N o . 7 - L W T- U V 4 1 0 - 0 0 9

F l u e n c e  ( U V  D o s e )  @  9 5 %  U V T 
a n d  E O L

F l o w  R a t e

U S  P u b l i c  H e a l t h  ( 1 6  m J / c m 2 ) 1 7  G P M

I n d u s t r y  S t a n d a r d  ( 3 0  m J / c m 2 ) 9  G P M

N S F / E P A  ( 4 0  m J / c m 2 ) 7  G P M

E l e c t r i c a l

V o l t a g e 1 1 0 V  t o  2 4 0 V  A C  5 0 / 6 0 H z  *

P o w e r  C o n s u m p t i o n 3 4  W

L a m p  W a t t s 2 9  W

M a x / M i n  O p e r a t i n g  P r e s s u r e 1 2 0  P S I / 7. 2 5  P S I

A m b i e n t  A i r  &  W a t e r  Te m p e r a t u r e 3 6  t o  1 0 4 °  F

D i m e n s i o n s

O v e r a l l 2 1 ”  x  2 0 . 4 4 ”  x  1 1 . 2 5 ”  * *

C o n t r o l l e r 8 ”  x  3 ”  x  2 . 2 5 ”

I n l e t / O u t l e t  P o r t  S i z e 1 . 0 ”  F N P T  F i l t e r  H o u s i n g  H e a d  I n l e t /  1 . 0 ”  M N P T  U V 
C h a m b e r  O u t l e t

S h i p p i n g  W e i g h t 2 4 . 5  l b s .

F e a t u r e s

F i l t e r  C a r t r i d g e  Ty p e 5  M i c r o n  N o m i n a l ,  4 . 5 0 ”  O D  x  1 0 ”  N o m i n a l  H e i g h t ,  P P 
M e l t - B l o w n  w i t h  D O E

F i l t e r  H o u s i n g  M a t e r i a l 1 0 ”  R e i n f o r c e d  P P  H e a d  a n d  B l u e  B o w l ,  P P  V e n t  V a l v e 
B o d y ,  E P D M  O - R i n g s

U V  C h a m b e r  M a t e r i a l 3 0 4  S S

L a m p - O n  I n d i c a t o r S t e a d y  “ W o r k ”  G r e e n  L E D

L a m p  L i f e  R e m a i n i n g  ( D a y s ) V i s u a l  C o u n t  D o w n  D i s p l a y  ( 3 6 5 - 0 ) ;  M a n u a l  R e s e t 
F u n c t i o n

L a m p  R e p l a c e m e n t  R e m i n d e r V i s u a l  D i s p l a y  ( A 3 ) ,  “ F a u l t ”  R e d  L E D  F l a s h e s  a n d 
A u d i b l e  A l a r m  S o u n d s  I n t e r m i t t e n t l y  ( 1  s e c .  B e e p 
e v e r y  5  s e c . )

L a m p  F a i l u r e  I n d i c a t o r L a m p  L i f e  R e m a i n i n g  ( d a y s )  c o n t i n u e s  t o  b e  d i s p l a y e d 
b u t  s t o p s  c o u n t i n g  d o w n ,  “ F a u l t ”  R e d  L E D  f l a s h e s  a n d 
a u d i b l e  a l a r m  s o u n d s  i n t e r m i t t e n t l y  ( 1  s e c .  b e e p  e v e r y 
1  s e c . )

B a l l a s t  To t a l  R u n n i n g  D a y s V i s u a l  I n c r e m e n t a l  D i s p l a y  ( 0 - 9 9 9 9 ) ;  C a n n o t  B e  R e s e t

B a l l a s t  F a i l u r e  I n d i c a t o r B l a n k  D i s p l a y
*Supplied with cord set for 120VAC 60Hz
** Mounting holes 16” on center

M o d e l  N o . D e s c r i p t i o n

O p t i o n a l  A c c e s s o r i e s

410-DRKT Bottom Drain Kit

410-GAUGE 1/8" NPT Pressure Gauge
(two needed for accurate readings)

Bottom Drain Kit NPT Pressure Gauge

M o d e l  N o . D e s c r i p t i o n

R e p l a c e m e n t  P a r t s

410-C5-MB 5 Micron Sediment Cartridge

7-L6 9 GPM UV Lamp (11-13/16”)

7-Q6 Domed Quartz Sleeve (13-1/8”)

7-UVC Electronic Ballast

EXAMPLE OF A TYPICAL INSTALLATION


