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SPECIFICATION SUBMITTAL SHEET

PRO Series Water Heater Pans

Specifications:
Furnish and install Tough Pans® PRO Series plastic water heater pan (model number checked below) manufactured from a special blend 
polymer with a .078”/1.98mm thickness. Pro Series pan has a flame spread index of 25 or less and a smoke-developed index of 450 or less 
when tested in accordance with ASTM E84 or UL 723 for installation under gas or electric water heaters to protect against water damage.

Drain Connections & Dimensions:
Furnished with 1 x 1/2" PVC or 1" CPVC drain connection. Drain hole is 1" diameter. Pan is 2 ½" deep.

Item Product Description Model #
Inside Bottom (ID) 

Diameter (A)
Outside Top (OD) 

Diameter (B) Case Qty
87110 ToughPan PRO WH Pan 19" w/ CPVC Adapter VP19PC 19 21 1
87111 ToughPan PRO WH Pan 19" w/ PVC Adapter VP19PP 19 21 1
87112 ToughPan PRO WH Pan 21" w/ CPVC Adapter VP21PC 21 23 1
87113 ToughPan PRO WH Pan 21" w/ PVC Adapter VP21PP 21 23 1
87114 ToughPan PRO WH Pan 23" w/ CPVC Adapter VP23PC 23 25 1
87115 ToughPan PRO WH Pan 23" w/ PVC Adapter VP23PP 23 25 1
87116 ToughPan PRO WH Pan 25" w/ CPVC Adapter VP25PC 25 27 1
87117 ToughPan PRO WH Pan 25" w/ PVC Adapter VP25PP 25 27 1
87118 ToughPan PRO WH Pan 27" w/ CPVC Adapter VP27PC 27 29 1
87119 ToughPan PRO WH Pan 27" w/ PVC Adapter VP27PP 27 29 1
87120 ToughPan PRO WH Pan 31" w/ CPVC Adapter VP31PC 31 33 1
87121 ToughPan PRO WH Pan 31" w/ PVC Adapter VP31PP 31 33 1

Tough Pans PRO Series is approved by the ICC-ES to be in 
compliance with the following codes: IPC, IRC, UPC.
Reference ES Listing Report #1384.


