
     

 Adjustable Line Set Covers 
Convenient                              Versatile 
Quick snap-on cover                         Thicker-walled construction

Protective peel-off film 	 	 	   UV protected

Accommodates multiple line sets 	   Glossy finish

Can house condensate pump           Paintable (see recommendations)

Pre-installed sliding zip-tie clips 	   Mini-split or unitary application  

1/4 turn no-rust cam screws 	           Residential or commercial use  

Exceeds code requirements 	           Custom wraps available


Specifications:
3” Single-zone
External Width - 3” 

   

4.5” Multi-zone
External Width - 4.875”

Additional information found at http://www.accoverguard.com/resources

Features 90 second demo
accoverguard.com/demo

Width 3”
Depth 1.75”

Width 3”
Depth 2.50”

Expanding internal dimensions

Width 4.375”
Depth 2.25”

Width 4.375”
Depth 3.50”

Expanding internal dimensions
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http://www.accoverguard.com/resources
mailto:info@accoverguard.com
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Confident, adjustable line set protection

Temperature Range
Weather resistant

WHITE BROWN GREY

48" LINE DUCT 4.5" CGDUC CGDUCB N/A 48 5 2.7 3.75

48" LINE DUCT 3" 3CGDUC 3CGDUCB 3CGDUCG 48 3.625 2.25 3

78" LINE DUCT 4.5" CGDUC78 CGDUC78B N/A 78 5 2.7 3.75

78" LINE DUCT 3" 3CGDUC78 3CGDUC78B 3CGDUC78G 78 3.625 2.25 3

FLEX ELBOW LG 4.5" CGFLXLR CGFLXLRB N/A 36 5 3.85 x

FLEX ELBOW LG 3" N/A N/A N/A x x x x

FLEX ELBOW SM 4.5" CGFLXSM CGFLXSMB N/A 36 5 2.8 x

FLEX ELBOW SM 3" 3CGFLXSM 3CGFLXSMB 3CGFLXSMG 23.85 3.65 2.25 x

COUPLER 4.5" CGCUP CGCUPB N/A 3.27 5.66 3 4

COUPLER 3" 3CGCUP 3CGCUPB 3CGCUPG 3.27 4.25 2.45 3.15

END CAP 4.5" CGEND CGENDB N/A 4.6 5.66 3 4

END CAP 3" 3CGEND 3CGENDB 3CGENDG 3.1 4.25 2.45 3.15

45° ELBOW 4.5" CG45 CG45B N/A 6.625 6.35 3 4

45° ELBOW 3" 3CG45 3CG45B 3CG45G 5.45 5.25 2.45 3.15

90° ELBOW 4.5" CG90 CG90B N/A 7.30 7.30 3 4

90° ELBOW 3" 3CG90 3CG90B 3CG90G 5.93 5.93 2.45 3.15

TEE ELBOW 4.5" CGTEE CGTEEB N/A 9.04 7.35 3 4

TEE ELBOW 3" N/A N/A N/A x x x x

WALL INLET 4.5" CGINLT CGINLTB N/A 9.44 5.66 3.7 4.75

WALL INLET 3" 3CGINLT 3CGINLTB 3CGINLTG 7.72 4.25 2.7 3.4

SOFFIT INLET 4.5" CGSTI CGSTIB N/A 7.05 7.75 5.4 6.5

SOFFIT INLET 3" 3CGSTI 3CGSTIB 3CGSTIG 5.8 5.9 4.4 5.1

WALL FLANGE 4.5" CGWLFL     CGWLFLB N/A 2.9 7.875 6.7 x

WALL FLANGE 3" N/A N/A N/A x x x x

90° SWEEP 4.5" CG90SWP CG90SWPB N/A 14.9 14.9 3 4

90° SWEEP 3" 3CG90SWP 3CG90SWPB 3CG90SWPG 14.18 14.18 2.45 3.15

FLEX ADAPTER 4.5" CGFLXA CGFLXAB N/A 3.55 5.66 3 4

FLEX ADAPTER 3" 3CGFLXA 3CGFLXAB 3CGFLXAG 3.25 4.25 2.45 3.15

INTERNAL 90° ELBOW 4.5" CGINT90 CGINT90B N/A 6.25 6 6.25 x

INTERNAL 90° ELBOW 3" 3CGINT90 3CGINT90B 3CGINT90G 5.4 4.125 5.4 x

EXTERNAL 90° ELBOW 4.5" CGEXT90 CGEXT90B N/A 6.3 6 6.3 x

EXTERNAL 90° ELBOW 3" 3CGEXT90    3CGEXT90B 3CGEXT90G 4.75 4.125 4.75 x

REDUCER 4.5" CGRDR CGRDRB N/A 3.75 5.66 3 4

REDUCER 3" N/A N/A N/A x x x x

Convenient kit 
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H "              
MAX

H "            
MIN

  UV stablized PVC
Fire Rating

 Duct Material
  Meets UL 94  V-0

includes 48" channels (3), Couplers (3) a Wall Inlet, End Cap, 90' elbow, Clips (3), Cam Screws (13)

  4' to 140' F
  Tested 2,000+ hours

PART Description SKU SKU SKU L " W "

System Components DIMENSIONS

Material specifications:


