
 

Indirect-Fired Water Heaters 

Series 2 

SUBMITTAL SHEET 
JOB NAME ______________________________________________________________________________________________  

LOCATION ______________________________________________________________________________________________  

ARCH. / ENGR. __________________________________________________________________________________________  

WHOLESALER ___________________________________________________________________________________________  

MECH. CONTRACTOR _____________________________________________________________________________________  

MODEL NO.  ____________________________________________________________________________________________                

NOTES 

 

Standard Equipment 

 

Aqua Plus Indirect-Fired Water Heaters:  
• Tank Models: 35, 45, 55, 85 and 105 

 

• AHRI Certified® - The Trusted Mark of  
Performance Assurance  

• Factory Pressure Tested   

• Fully Passivated 316L Stainless Steel  
Tank and Coil Design  

• Precise Digital Thermostat –  
Residential and Commercial Compatible  

• 2” Thick CFC-free Foam Insulation   
• Resilient Vinyl Jacket 

 

• Heavy Duty Poly Resin Top and Bottom 
Covers  

• Adjustable Feet for Uneven Floors  

• 150 PSI Temperature and Pressure  
Relief Valve Included  
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In the interest of continual improvements in product and performance, Weil-McLain reserves the right to change specification without notice. For reference use only – see product manual for detailed information. 
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