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SERIES

archangeab
— 3/8" ANSI Z 21.41;
Other sizes proprietary

Materials

*Brass construction

« Stainless steel locking balls
*Fluorocarbon (FKM) socket o-ring

«Valve actuator soldered to plug
with low melting temperature alloy

3/8" to 14" nominal
(9.525 mm to 31.75 mm)

-40° F to 250° F
-40° C to 121° C

FEATURES .
Capacities
Body Socket Plug Capacity* Socket O-Ring
Size  Part No. Part No. BTU/hr  Part No.
3/8" 100-006 100-506 60,000 914-3-143M
1/2" 100-008 100-508 90,000 902-14-143M
3/4" 100-010 100-510 245,000 902-18-143M
1" 100-012 100-512 310,000 902-23-143M
1%"  GMS1250FH GMP1250F 500,000 914-26-143M
APPLI C ATI O \| S & MARKET S * Capacity is based on natural gas having a specific gravity of 0.64 and

a heat capacity of 1,000 BTU per cubic foot. Inlet pressure is 12 inches
water column and the pressure drop is 0.3 inch water column.

I
uel ?las Systems * Food & Beverage

I
 SOCKETS PLUGS
Dimensions ) .
Body Thread Across Body Thread Dimensions
Size Part No. Size NPTF A B Flats A c Size  PartNo. Size NPTF C D HEX

3/8"  100-006 3/8-18 244 113 1.00
12" 100-008 1214 284 138 1.13
3/4"  100-010 3/4-14 347 175 1.50

1" 100-012 1-11% 394 213 1.75

3/8"  100-506 3/8-18 159 094 081
12" 100-508 1/2-14 194 116 1.00
3/4"  100-510 3/4-14 206 152 1.31

1" 100-512 1-117% 247 173 1.50

Body Thread Dimensions Body Thread Dimensions
I . Size Part No. Size NPTF A B  HEX Size Part No. Size NPTF  C D  HEX
I 1%" GMS1250FH 1%-11% 415 228 2.00 1%" GMP1250F 1%-11%. 244 216 1.88
I I Dust Caps and Dust Plugs Accessories: CANADIAN
| Body Si Plug Dust Cap Part No. Socket Dust Plug Part No. ®  STANDARDS
ody Sizé  Notal Vinyl Metal Vinyl us ASSOCIATION®
3/8" PDC-2-HK* P-PDC-2-HK SDC-2-HK* P-SDC-2-HK Complies with the requirements of
1/2" PDC-3-HK* P-PDC-3-HK SDC-3-HK*  P-SDC-3-HK ANSI Z21.41 & CSA 6.9.
31 "" PDC'4'HK: P-PDC-4-HK SDC'4-HK: P-SDC-4-HK * CSA design certified, in both the United States and Canada, for
1 PDC-6-HK™ P-PDC-6-HK SDC-6-HK** P-SDC-6-HK natural gas, manufactured gas, liquified petroleum and LP gas-air
*Brass  **Aluminum mixtures at pressures not in excess of 1/2 psig (3.5 kPa).
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