PE SIZE

1/2" CTS (5/8"0D)

WALL

CON

AB ID SEA

CON-STAB ID SEAL®

3-Way Tees

PART NUMBER
(3408/4710)

3/4"CTS (7/8"0D)

1"CTS (1 1/8"0D)

11/4"CTS (1 3/8"0OD)

.090 3259-50-1004-00t%
.090 3259-50-1006-00%
.099/.101 3259-50-1008-00t%
.090 3259-50-1008-AA%
.090 3259-50-1039-AA

1/2"1PS

SDR-9.33 (.090)

3259-50-1012-00%

3/4"IPS

SDR-11 (.095)

3259-50-1013-00+%

1”1PS

SDR-11(.119)

3259-50-1014-00t%

11/4"1PS

SDR-10 (.166)

3369-50-1015-00t*

SDR-11 (.151)

3259-50-1015-AA

11/2"IPS

SDR-11(.173)

3259-50-1016-00t%

2"1PS

SDR-11(.216)

3259-50-1017-00t%

49 CFR Part 192 and ASTM D2513.

PE SIZE
1/2" CTS (5/8"0D)

Recommended accessories;
- Continental’s Bladed Chamfering Tool. See page 30 for size combinations available.

t=CSA Approved /% =IAPMO/UPC Listed

% =1 1/4" IPS SDR-10 Fitting is only available in PE 2406 yellow.

For sizes not listed, contact Continental Industries.
Pressure rating—Designed to meet or exceed pressure rating of PE pipe per

CON-STAB ID SEAL®
90° Elbows

3/4"CTS (7/8"0D)

1"CTS (1 1/8"0D)

11/4"CTS (1 3/8"0OD)

PART NUMBER
i (3408/4710)
.090 3259-51-1004-00t%
.090 3259-51-1006-00%
.099/.101 3259-51-1008-00%
.090 3259-51-1008-AA
.090 3259-51-1039-AA

1/2"1PS

SDR-9.33 (.090)

3259-51-1012-00%

3/4"1IPS

SDR-11 (.095)

3259-51-1013-00t%

1”1PS

SDR-11(.119)

3259-51-1014-00t%

11/4"1PS

SDR-10 (.166)

3369-51-1015-001*

SDR-11 (.151)

3259-51-1015-AA

11/2"IPS

SDR-11(.173)

3259-51-1016-00%

2"1PS

SDR-11(.216)

3259-51-1017-00t%

49 CFR Part 192 and ASTM D2513.

Recommended accessories;

For sizes not listed, contact Continental Industries.
Pressure rating—Designed to meet or exceed pressure rating of PE pipe per

<
&

- Continental’s Bladed Chamfering Tool. See page 30 for size combinations available.
« t=CSA Approved /= I|APMO/UPC Listed
- %=1 1/4"IPS SDR-10 Fitting is only available in PE 2406 yellow.

PE SIZE
1/2" CTS (5/8"0D)

WALL

.090

CON-STAB ID SEAL®

45° Wyes

PART NUMBER
(2406/2708)
9969-99-0007-00

1”CTS (1 1/8"0OD)

.099/.101

9969-99-0009-00

3/4"IPS

SDR-11 (.095)

9969-99-0008-00

- Forsizes notlisted, contact Continental Industries.

« Pressure rating—Designed to meet or exceed pressure rating of PE pipe per

49 CFR Part 192 and ASTM D2513.

- Con-Stab ID Seal® wye fittings available only in 2406/2708 PE material.

. Recommended accessories;
- Continental’s Bladed Chamfering Tool. See page 30 for size combinations available.

—

For Assistance Call 1-800-558-1373 « Visit www.Hubbell.com




