Campbell
2 Pitless Adapters

replacement

J

drop casing will pressure master PITLESS ADAPTER

part pipe o.d. support seal® ctn (B-series)

B-10LF 1 5-9/16t0 7 970 ft.** L1 12 —

B-80LF 1 8-5/8 970 ft.** L1 6 (7

B-20LF  1-14 5-9/16to7 800 ft.** L-2 6 L]
B-120XLF B-120LF 1-1/4 8-5/8 800 ft.** L-2 6 .““

BP-10LF* 1 5-9/16t0 7 970 ft.** L1 12 B

BP-20LF* 1-14 5-9/16to7 800 ft.** L-2 6 Y

B-10XLF 1 5-9/16t07 970 ft** OR-26T 12

B-8OXLF 1 858  O70f OR26T 6 OO PATLNO.3san2w

B-20XLF 1-14 5-9/16to7 800ft.*™ OR-27T 6
B-120XLF 1-14 8-5/8 800 ft.™*  OR-27T 6
BP-10XLF* 1 5-9/16to7 970ft.™ OR-26T 12
BP-20XLF*1-14  5-9/16to7 800 ft*™* OR-27T 6

BF-10LF 1 - 970 ft.* L-1 12 PITLESS ADAPTER
BF-10XLF 1 - 970 ft.*  OR-26T 12 (BF-series
BF-20LF 1-1/4 - 800 ft.** L-2 6 for concrete tile)
BF-20XLF 1-1/4 - 800 ft.**  OR-27T 6

Concrete Tile models do not include
external gasket, collar, or nut. ll

U.S. PAT. NO. 3,847,217

B-300XLF 1 5-9/16to7 800 ft.™ OR-34T 12 PITLESS ADAPTER
B-380XLF 1 8-5/8 800 ft.™  OR-34T 12 (B-300 series)

Bl

U.S. PAT. NO. 3,847,217

features

¢ All-American, highest-quality certified red-brass castings and precision machining
for years of dependable service.

e Funnel-top female casting and tapered male slide for easier mating in well.

* Unique flanged gasket/collar seals tightly against casing and nipple.

* Your choice of replacement leather seals or PTFE coated O-rings (X-models).

PABOOLF 1 5-9/16to7 800Ibs. OR-PA800 16 PITLESS ADAPTER
(brass imported)

BF-20XLF
lﬂH

PABOOSS 1 5-9/16to7 800Ibs. OR-PA800SS 16 PITLESS ADAPTER
(stainless, imported)

i'-li=
*For installations requiring a Campbell Manufacturing, LLC
pressurized point of attachment, 127 East Spring Street
a small hole between internal and P.O. Box 207
external seals is utilized to Bechtelsville, PA 19505-9153
maintain positive pressure at seal. 800-523-0224

Fax 610-369-3580

All items individually boxed.

**Feet of Schedule 40 steel pipe filled with water. NO LEAD
>0.25% Pb by

°Replacement pressure seal o-ring (OR) or leather (L) weighted avg.
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